
LONCOURT UV pairs the durability and aesthetics of the original Loncourt flooring with a 
factory-applied urethane finish for easier maintenance.  This reduces the lifetime cost of the floor 
by eliminating the need to reapply coats of finish over time.

LONCOURT UV

CT838UV 
BUCKWHEAT

Loncourt UV #CT838UV Buckwheat - Apartment Complex in Chicago, IL

LONCOURT UV

FITNESS

LONCOIN II FLECKS
Taking advantage of its predecessors’ embossing and texturing features, LONCOIN II FLECKS 
adds multi-colored speckled patterning for enhanced character. The dazzling fleck coloration 
provides camouflage for simpler maintenance.   

*Please note that #C150 Onyx, #C152 Sapphire, #C154 Sandstone and #C157 Moonstone are available in both 
6’ (1.83 m) and 8’ (2.44 m) rolls. All other colors are available in 6’ (1.83 m) rolls only unless custom ordered.

C154 (6’)
C8154 (8’) 
SANDSTONE*

C155 (6’)
JADE

C157 (6’)
C8157 (8’) 
MOONSTONE*

C150 (6’)
C8150 (8’)
ONYX*

C152 (6’)
C8152 (8’)
SAPPHIRE*

Loncoin II Flecks #C152 Sapphire

LONCOIN II 
FLECKS

Note: Due to printing process limitations, printed colors may not match the actual product colors.  If color match is critical, please request a sample at  800.832.7111 or  310.830.7111.  
For the most up-to-date color choices, go to LONSEAL.COM
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FEATURES (sizes shown are nominal)
Roll Width:      6 ft. (1.8 m) or 8 ft. (2.4 m)
Roll Length:     60 ft. (18.3 m) 
Overall Thickness:    0.100 in. (2.5 mm)
Wear Layer Thickness:  0.031 in. (0.8 mm)
Weight 6 ft.:      0.8 lbs./sq. ft., 290 lbs./roll
Weight 8 ft.:      0.8 lbs./sq. ft., 385 lbs./roll

FEATURES (sizes shown are nominal)
Roll Width:      6 ft. (1.8 m) 
Roll Length:     50 ft. (15.2 m)
Overall Thickness:    0.190 in. (4.8 mm)
Wear Layer Thickness:  0.024 in. (0.6 mm)
Weight:        1.6 lbs./sq. ft., 485 lbs./roll

CERTIFIED: FloorScore®

EXCLUSIVE LONSEAL® FORMULATIONS: 
       GreenAir® & GreenMedic®

LEEDv4 CONTRIBUTION B+C INTERIORS:
       Environmental Product Declarations Option 1
       Sourcing of Raw Materials Option 2
       Low-Emitting Materials
       20%-40% Post-Industrial Recycled Content

ASTM F1303 CLASSIFICATION: 
       Type I, Grade 1, Class B, Commercial Use
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